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I INDUSTRIAL STRENGTH PROTECTION FOR FIRE SUPPRESSION SYSTEMS

The SG146 Kit comes with hardware for two separate mounting options:

1. Flush Mount: Use the (2) spacer tubes (as seen in Flush Mount illustration below) for
applications where concealing the mounting hardware is desired such as an acoustic tile/drop
ceiling application or where greater distance is needed on the supply line.

NOTE: (2) - 1/4” x 3/4” Hex Bolts are NOT used in this application.

2. Close Mount Sprig/Drop: for direct mounting over the bell / hex reducer and sprig/drop nipple.
When mounting (brackets) directly on a bell / hex reducer, use (2) - 1/4” x 3/4” bolts to fasten the
cage directly to the mounting brackets (as seen in the close mount illustration below).

NOTE: (2) - spacer tubes and (2) - 1/4” x 4” bolts are NOT used in this application.

Each Kit Contains:
(1) SG146 Cage
(2) SG146 Brackets
(2) 3 1/4” Spacer Tubes for the flush mount application
(4) 1/4” x 4” Hex Bolts
(2) 1/4” x 3/4” Hex Bolts, for the close mount application
(4) 1/4” Nylock Nuts
Installer will need a 7/16” wrench and socket for the installation.
SG146 KIT - FLUSH MOUNT SG146 KIT - CLOSE MOUNT
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